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Sound
• Output Power: 2x50W RMS, 2x100W Music 

Power
• Sound Enhancement: Loudness, Digital Sound 

Control 4 modes, Dynamic Bass Boost, Treble 
and Bass Control

Loudspeakers
• Main Speaker: 2 way, 4" woofer, Speaker grilles 

detachable, Cone Dome Tweeter, Gold-plate 
speaker connectors

Audio Playback
• Playback Media: WMA-CD, MP3-CD, CD-RW, 

CD-R, CD
• Disc Playback Modes: 20-Track Programmable, 

Repeat/one/all/program, Shuffle Play
• Loader Type: Motorised, Tray
• USB Direct Modes: Fast Backward/Fast Forward, 

Play/Pause, Previous/Next, Program Play, Repeat, 
Shuffle, Stop

Tuner/Reception/Transmission
• Auto digital tuning
• Station presets: 20
• Tuner Bands: FM Stereo
• RDS: Radio Text, RDS Clock Set, Station Name
• Tuner Enhancements: Auto Store

Connectivity
• Other connections: FM Antenna
• Headphone: 3.5 mm

• USB: USB host
• Audio Connections: Analogue Audio In (L/R), 

Analogue Audio Out (L/R)

Convenience
• Alarms: CD Alarm, Sleep timer, Radio Alarm, USB 

alarm
• Clock: On main display
• Display Type: VFD display
• Eco Power Standby: 1 watt
• Indications: DIM mode

Accessories
• Included Accessories: FM antenna, World Wide 

Warranty leaflet
• Remote control: 40-key with Lithium batteries
• Quick start guide: English, German, Dutch, 

French, Spanish, Italian
• User Manual: 16 languages

Dimensions
• Set dimensions (W x H x D): 

160 x 150 x 280 mm
• Main speaker dimensions (W x H x D): 

140 x 210 x 250 mm
• Packaging dimensions (W x H x D): 

560 x 310 x 275 mm
• Weight incl. Packaging: 10 kg

Power
• Power supply: 220-240V, 50Hz
•

Micro Hi-Fi System
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